
www.waterco.com

MicronVital

Benefits :
• Economical multimedia filtration
• Removes ammonia
• Long lasting and easy to handle
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distributed by:

In the interest of providing better quality and value we are constantly improving and updating our products. Consequently, pictures and information on our brochures may sometimes vary slightly from models available.
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Media Physical Characteristics

MicronVital Technical Specification

MicronVital offers the cost-effective solution for an 
excellent point of entry filtration. The economical 
multimedia filter ensures incoming water is treated 
with ammonia removal via ZeoPlus zeolite media. 
This is followed by additional mechanical filtration to 
ensure dirt or foreign particles are trapped within the 
sand media.

A filter’s ability to filter fine particles is also due to the 
adsorption of the filter media – that is when particles 
adhere to the surface of the filter media.

ZeoPlus in MicronVital is a filter media with enhanced 
ammonia adsorption capabilities.

Waterco’s advanced filament winding machine 
winds continuous strands of fibreglass onto the 
filter’s inner tank to strengthen the filter so that 
it is able to withstand high water pressures with 
working pressures up to 700kPa. It is able to tolerate 
fluctuating water pressures as well.

Moulded from 
Engineered Plastic

Robust Connection

Polypropylene Inner Tank
(Polypropylene is a versatile 
polymer which is also used to 
make household items such as 
dishwasher-safe food containers.)

Refined Filament Winding

ZeoPlus

Sand

Ultra Violet Light and 
Corrosion Resistant

Specification ZeoPlus Sand

Density 1.20 kg/L 1.46 kg/L

Nominal 
Product Size

0.3 - 1.2 mm 0.6 - 1.2 mm

Model

Inner
Diameter

Overall 
Width

Overall 
Height

Valve 
Size

Filter 
Area

Bed 
Depth

Max. 
Flow Rate

Max. 
Working 
Pressure

mm mm mm mm m2 mm lpm kPa

MV300 300 322 1366 40 0.07 600 42 700

MV250 250 304 1385 40 0.05 600 29 700


